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IP44 CABLE CONNECTOR WITH MOLEX
for use in better IP protection of the actuators

CABLE CONNECTOR WITH MOLEX
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The cable connector with Molex is intended for IP44 protection 
of the actuators, which have female Molex connector.

 ■ The black insulation of the connector is flexible on the top.

 ■ For disconnecting the connector from the actuator push the 
ratchet down and remove the connector from the actuator.

MOLEX CONNECTOR LAYOUT

 

 

CABLE SPECIFICATION

6,5mm +/-0,5
CRIMPED END

RSB 7849 V1 BRASS UNPLATED

1700mm +/- 30
BROWN BLUE

BLACK

30mm +/- 5

RED

Cabel with con. 4x0.5mm2,  l=1.7m Cabel with con. 3x0.75mm2,  l=1.7m 

TECHNICAL DATA: (Optional) cable connector with Molex  4x0.5mm2 

Cable: 4 x 0.5mm2,  l=1.7m
Working voltage: 300/300V
Test voltage: 2000V
Insulation:  PVC
Color outline: Black PVC 
Flexing temp.: -5°C to +70°C
Connector: Molex  Part number: 39-01-2060 

Material 
Compatibile with: RoHS, REACH in PAH
IP protection: IP44 (only with FIRŠT actuators series 9000)
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TECHNICAL DATA: cable connector with Molex   3x0.75mm2

Cable: 3 x 0.75mm2,  l=1.7m
Working voltage: 300/300V
Test voltage: 2000V
Insulation:  PVC
Color outline: Black PVC
Flexing temp.: -5°C to +70°C
Connector: Molex  Part number: 39-01-2060 

Material 
Compatibile with: RoHS, REACH in PAH
IP protection: IP44 (only with FIRŠT actuators series 9000)

 Code  Type  

 10755 Prikl kab MX90 3x0.75 l=1,7m

 Code  Type  

 10756 Prikl kab MX90 4x0.5 l=1,7m


